
 

Belgian	  NGO	  Sol	  Suffit	  	  develops	  a	  new	  Solar	  Cooker:	  the	  SuniCook.	  

Another	  Solar	  Cooker?	  Why	  ?	  
	  
Using	  the	  free	  energy	  from	  the	  sun	  to	  cook	  seems	  very	  easy	  with	  a	  parabolic	  solarcooker.	  But	  there	  are	  pitfalls.	  
There	  are	  many	  models	  on	  the	  market	  but	  most	  are	  too	  expensive	  for	  developing	  countries,	  others	  are	  unsafe	  
or	  too	  difficult	  to	  use.	  	  
A	  universal	  parabolic	  cooker	  must	  be	  able	  to	  adjust	  to	  very	  different	  solar	  positions	  during	  the	  day	  and	  the	  
year.	  Our	  field	  tests	  showed	  that	  people	  had	  difficulties	  to	  find	  the	  best	  orientation	  towards	  the	  sun,	  which	  is	  
critical	  for	  the	  cooking	  result.	  In	  many	  solar	  cookers,	  several	  and	  different	  manipulations	  are	  needed	  to	  make	  
these	  adjustments.	  We	  wanted	  to	  keep	  things	  as	  simple	  as	  possible.	  
Based	  on	  our	  own	  experiences	  in	  different	  countries	  with	  a	  former	  model	  (the	  Solar	  cooker	  Eco3),	  	  we	  designed	  
the	  SuniCook.	  	  	  
	  
	  The	  SuniCook.	  	  
	  
This	  unique	  new	  model	  is	  much	  cheaper	  than	  other	  existing	  parabolic	  models.	  The	  deep	  shape	  of	  the	  parabole	  
directs	  all	  reflections	  inward	  so	  the	  SuniCook	  is	  very	  safe	  to	  use	  and	  the	  risk	  of	  blinding	  is	  eliminated.	  The	  
parabola	  reflects	  the	  rays	  but	  doesn’t	  	  heat	  itself	  .	  A	  very	  simple	  solar	  tracker	  helps	  you	  to	  orient	  the	  SuniCook	  
optimally	  towards	  	  the	  sun.	  Adjustment	  of	  the	  position	  is	  done	  with	  one	  simple	  hand	  movement.	  	  
The	  solar	  cooker	  has	  a	  sturdy	  frame	  made	  of	  steel	  and	  aluminum.	  A	  highly	  reflective	  aluminum	  layer	  on	  an	  
elastic	  plastic	  carrier	  provides	  an	  optimal	  operation	  of	  the	  solar	  cooker.	  The	  mounting	  is	  very	  easy	  and	  
demands	  no	  tools.	  
	  
Technical	  aspects	  :	  
	  
•	  Easy	  mounting	  in	  	  20	  minutes	  	  
•	  You	  can	  cook	  for	  10	  people.	  	  
•	  No	  risk	  of	  glare	  or	  fire	  hazard.	  	  
•	  Because	  of	  its	  	  strength,	  the	  SuniCook	  is	  also	  very	  stable	  in	  windy	  situations	  	  
	  High	  temperatures	  are	  reached	  in	  a	  short	  time.	  To	  bring	  1	  liter	  of	  water	  to	  boiling	  temperature	  we	  need	  15	  
min.	  The	  SuniCook	  	  can	  boil	  up	  to	  10	  liter	  of	  water.	  This	  means	  a	  capacity	  of	  producing	  up	  to	  30	  liter	  of	  drinking	  
water	  in	  one	  day!	  
•	  Any	  food	  can	  be	  prepared.	  Frying	  is	  also	  possible	  .	  	  
	  
What	  is	  the	  size	  of	  a	  SuniCook?	  
	  
	  The	  SuniCook	  has	  a	  diameter	  of	  1.20	  m.	  SuniCook	  is	  packed	  in	  a	  cardboard	  construction	  kit	  120x50x15	  cm	  and	  
weighs	  10kg.	  The	  installation	  is	  very	  easy	  and	  takes	  only	  20	  minutes.	  
	  
	  
The	  SuniCook	  was	  designed	  in	  Belgium	  and	  is	  manufactured	  in	  Europe.	  	  
	  
Projects	  	  



We	  plan	  to	  ship	  the	  first	  150	  units	  to	  Africa	  (Senegal	  and	  Congo)	  before	  the	  end	  of	  this	  year	  to	  introduce	  the	  
SuniCook	  in	  pilot	  projects.	  The	  use	  of	  a	  hay	  basket	  is	  always	  advocated	  together	  with	  the	  SuniCook	  to	  enlarge	  
its	  flexibility	  in	  use.	  
	  
More	  info	  on	  www.solarcooking.be	  	  and	  www.solsuffit.be	  	  	  www.sunicook.com	  
info@solsuffit.be	  	  
	  

	  

 

 
 
 
 
 
 
 
 
 
 


